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Azur Insulation has been founded in 2019 with the clear 
goal of fulfilling the high quality product and service needs 
of its customers spreading around the world. The founders 
have over 25 years of profound experience on production, 
distributor management, supply chain management, 
international logistics, trade regulations and competition 
as well as relevant product certification practices in global 
and local levels. Azur Insulation headquartered in Istanbul/
Turkey. The company has segmented its activites mainly 
on technical & building insulation and HVAC-R equipments. 

Existing and potential customers of Azur Insulation 
comprise direct impoters and distributors, wholesalers 
and MEP contractors which constantly utilize products 
and services from a reliable source within a sustainable 
fruitful relation. Exceptional functional, operational and 
technical expertise coupled with extensive industry 
knowledge makes Azur Insulation the ideal choice for a 
service and product provider company targeting long term 
collaboration with its customers.
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PREFABRICATED  
STONE WOOL PIPE
Prefabricated rockwool pipes are insulated 
materials that are produced with or without 
coating in order to perform heat insulation 
of pipes which provide transfer or high 
temperature fluids and to eliminate noise 
and vibration.
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APPLICATION AREAS

Stonewool Prefabricated Pipe is selected according 
to the nominal diameter of the line to be applied. 
It is placed by opening from the cutting area. The 
application should be completed so that there is no 
gap in the joints. Uncoated pipes are coated with 
bitumen emulsion or bituminous covers, galvanized 
or aluminum jacket. The joints of the coatings are 
fixed by gluing, clamping, riveting or screwing. 
Adhesive tape and vapor barrier foil coating on the 

overlap margin on aluminum foil coated pipes used 
in the insulation of cold lines makes installation very 
easy. In this application, the joints of the two pipes 
should be closed with self-adhesive aluminum foil 
tapes of 7.5 cm width, thus preventing the passage 
of steam completely. If two layers are applied in 
the assembly of the pipes, the joints care should 
be taken to ensure that the final layer joint is at the 
bottom of the pipe.

Excellent
Thermal 
Insulation

Fire 
Safety

Eco-Friendly Energy 
Saving

User Friendly
 Installation



LAMELLA
PIPE
It is used for the insulation of large diameter 
pipes or inclined areas. Apart from ease 
of use; Foil application cannot be applied 
to Rockwool mattresses with Rabtiz wire. 
For this reason, it is an alternative product 
in applications where vapor permeability 
is not desired but will operate at high 
temperatures.

Excellent
Thermal 
Insulation

Fire 
Safety

Eco-Friendly Energy 
Saving

User Friendly
 Installation
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LAMELLA
BLANKET
It is used for insulation between two 
walls in chimney production. Owing to 
the converted fiber, while the chimneys 
with increased strength serve for a long 
time, they do not transfer the high heat 
to be passed through to critical areas.

Excellent
Thermal 
Insulation

Fire 
Safety

Eco-Friendly Energy 
Saving

User Friendly
 Installation
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